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TECHNICAL DATA SHEET  
 
ALCON AL-FIX MDF PROFESSIONAL FAST ADHESIVE 
 

1. Product Description 
 

ALCON AL-FIX  ,is a two component cyanoacrylate based adhesive with activator. 

2. Properties 
 

 Provides high and fast adhesion. 

 Suitable for montage and repair of wood parts 

 Non-sag and efficient on vertical surfaces 

 Effective adhesion even rough surfaces 

 Good adherence on non-absorbable surfaces 

 
3. Technical Information 

 
Chemical Structure: Solvent based aerosol activator and cyanoacrylate 

Appearance          : Clear 

Odour     : Characteristic 
 
 

4. Application Details 
 

 Read the caution part on the package before application. 

 Do not spray on hot parts. 

 Prior to application, shake the can a few times 

 Surfaces must be clean, dry and must be free from dirt, oil 

 Spray the activator one of the surfaces and let it to dry 

 After that apply cyanoacrylate and stick the pieces together. 

 In order to have better adhesion, pressurize 2-3 seconds. 

 
 

5. Packaging 

 
 M-7707  50 gr+200 ml / (24 per box)  

 M-7724   100 gr+400 ml (24 per box) 

 
 

6. Shelf Life 
 

Store the product in a cool and dry place. 

The shelf life is 12 months at temperatures between +5°C and +25°C. 
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7. Caution 
 

Keep out of reach of children. 

Avoid contact with skin and eyes. Use gloves before application 

Keep out of freezing, direct sunlight and temperatures above 50°C 

Apply in well-ventilated areas 

Do not breathe vapor 

Do not smoke 

 
8. Health and Safety 

 
For more information and advice on the safe handling, storage and disposal of chemical 

products, users shall refer to the most recent Material Safety Data Sheet containing, physical, 

ecological, and toxicological and other safety related data. 


