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TECHNICAL DATA SHEET 
 

                         ALCON COPPERSOLID +1100 °C SPRAY 
 

1. Product Description 
 
     Non-fluid spray which has speciality grease, high temperature and pressure resistance. It 

uses all bolt and lead terminal, brake unit, flanges, fuel nozzles, assembly and disassembly of 

dynamica pieces. It is proper to working between -40 ºC and +1100 ºC temperatures and 

prevent fusing and locking of pieces each other under high temperature. It endures to water 

and acid. Prevents corrosion. 

 

 

2. Properties 
   

Fast effect. 

Extended nozzle life 

Easy application 

High heat resistance. 

Prevents corrosion. 
 

 

3. Technical Information 
  

Physical appearance               :Aerosol  

Colour                                          :Copper tone  

Odor                                             :Solvent  

Flash Point (°C) (min)              :280°C ASTM D 92  

Density (g/cm3)                         :1,2 kg/dm3 ASTM D 1298  

Flash Point (⁰C) (min)               <100 

 

4. Application Details 

 
* Clean and remove any dirt from surface. Shake the can before using and spray from a 
distance of approximately 10-15 cm. 
  
* Read the label before using. 
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5. Packaging 
   

CODE PRODUCT NAME PACKING PARCEL 

M-9013 ALCON COPPERSOLID 1100﮿C SPRAY 400 ml. 24 

 

 

 
6. Shelf Life and Storage  

  
Shelf life is 3  years from production date. Keep away from heat, hot surfaces, sparks, open 

flames and other ignition sources. No smoking. Do not spray on an open flame or other 

ignition source. Do not pierce or burn, even after use. Obtain special instructions before use. 

Do not handle until all safety precautions have been read and understood. Wear personal 

protective equipment. Do not breathe dust/fume/gas/mist/vapours/spray. Use only outdoors 

or in a well- ventilated area. Avoid contact with skin and eyes.  

 

7. Caution 
  
o Do not spray on fire or incandescent metals. 
o Do not puncture empty can sand do not throw into the fire. 

 
o The can is pressurized.Keep away from sunlight and store at temparatures lower 

than+50﮿C.  
 

o Do not inhale the aerosols. 
 

o Avoid contact of eyes , rinse with plenty of water immediately and seek medical 
attention. 

 
o Utilize protective clothes, protective  gloves, protective googles /masks while working. 
o Only use in well ventilated areas. 
o Keep away from ignition sources , do not smoke. 
o Do not release into the sewers.Dispose of the waste and its container in designated 

sites for dangerous or special waste collection.  
 

 

8. Health and Safety 

 
For more information and advice on the safe handling, storage and disposal of chemical 

products, users shall refer to the most recent Material Safety Data Sheet containing, physical, 

ecological, and toxicological and other safety related data. 
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