
                                  

                                                                                                                         
 

 
 

                                               TECHNICAL DATA SHEET 
                     ALCON PARTICULATE FILTER CLEANING ADDITIVE 
 

1. Product Description 
 
It is an effective fuel additive product that prolongs the life of the filter by minimizing the 

accumulation of residue in the particulate filters due to the stop-overs in vehicles used especially in 

the city. Used to protect and clean particulate filters of diesel vehicles. 

 

2. Properties 
 

 Reduces soot formation during the fuel combustion cycle. 

 Clears and regenerates blocked soot filters without dismantling. 

 Complete burn-off of soot particles during driving. 

 Avoids frequent maintenance costs related to the manual regeneration of the blockedsoot filter. 

 Optimizes combustion and lowers fuel consumption. 

 Especially suited for city driving cycles. 

 Can be used in combination with built-in regeneration systems. 

 Ultra-fast result!   
 

3. Technical Information 
 

Form                                      : Liquid 

Colour                                    : Red 

Odour                                    : characteristic 

Density                                  : 1.0 -1.1 g / cm³ 

Water solubility                 : not soluble 

 

    

4. Application Details 
 
     The product is thoroughly shaken before use. Before putting the diesel in the vehicle deposit, 1 
box is poured and then the diesel is filled. 1 box 70-75 lt. sufficient for diesel fuel. It is recommended 
to use 1 in every 3 stores. 

 
5. Packaging 

   
 

CODE PRODUCT NAME PACKING PARCEL

M-9610 DIESEL PARTICULATE FILTER CLEANING ADDITIVE 300 ml. 12  
 
 
 
 
 
 
 
 
 
 



                                  

                                                                                                                         
 
 
 
 
 
 

6. Shelf Life and Storage  
  

Shelf life is 3 years from production date . Keep temperatures above 50 ° C and away from direct 

sunlight. Store in a cool, dry place. Keep containers closed and upright, protecting them from 

physical damage. Avoid static discharge. 

 

7. Caution 
 

 H226 Flammable liquid and vapour.  

 H304 May be fatal if swallowed and enters airways.  

 EUH066 Repeated exposure may cause skin dryness or cracking.  

 P210 Keep away from heat/sparks/open flames/hot surfaces – No smoking. 

 P261 Avoid breathing dust/fume/gas/mist/vapours/spray.  

 P301+P310 IF SWALLOWED: Immediately call a POISON CENTER or doctor/physician.  

 P304+P340+P312 IF INHALED: Remove the victim to fresh air and keep it in a comfortable 
position for easy breathing. If you do not feel well, call 114 NATIONAL POISON CENTER or 
doctor / physician.  

 P331 Do Not induce vomiting.  

 P403+P233 Store in a well ventilated place. Keep container tightly closed. 

 

8. Health and Safety 

 
For more information and advice on the safe handling, storage and disposal of chemical products, 

users shall refer to the most recent Material Safety Data Sheet containing, physical, ecological, and 

toxicological and other safety related data.  
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